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Colloidal c
� 20
ore/shell nanocrystals contain at least two

semiconductor materials in an onionlike structure. The

possibility to tune the basic optical properties of the core

nanocrystals, for example, their fluorescence wavelength,

quantum yield, and lifetime, by growing an epitaxial-type shell

of another semiconductor has fueled significant progress on the

chemical synthesis of these systems. In such core/shell

nanocrystals, the shell provides a physical barrier between the

optically active core and the surrounding medium, thus making

the nanocrystals less sensitive to environmental changes, surface

chemistry, and photo-oxidation. The shell further provides an

efficient passivation of the surface trap states, giving rise to a

strongly enhanced fluorescence quantum yield. This effect is a

fundamental prerequisite for the use of nanocrystals in

applications such as biological labeling and light-emitting

devices, which rely on their emission properties. Focusing on

recent advances, this Review discusses the fundamental

properties and synthesis methods of core/shell and core/multiple

shell structures of II–VI, IV–VI, and III–V semiconductors.
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Scheme 1. Electronic energy levels of selected III–V and II–VI semi-

conductors using the valence-band offsets from Reference [12] (VB:

valence band, CB: conduction band).

Figure 1. Schematic representation of the energy-level alignment in

different core/shell systems realized with semiconductor NCs to date.

The upper and lower edges of the rectangles correspond to the pos-

itions of the conduction- and valence-band edge of the core (center) and

shell materials, respectively.
Colloidal semiconductor nanocrystals (NCs), also termed

‘‘quantum dots’’ (QDs), are composed of an inorganic core,

made up of between a few hundred and a few thousand atoms,

surrounded by an organic outer layer of surfactant molecules

(ligands). Their small size results in an observable quantum-

confinement effect, defined by an increasing bandgap accom-

panied by the quantization of the energy levels to discrete

values. This effect is accompanied by an exaltation of the

coulomb interaction between the charge carriers. For most

semiconductors, this observation normally occurs when the

particle size is reduced to a few nanometers. These effects

significantly modify the processes of intraband and interband

relaxation. The size-dependent optical properties of NCs have

been the focus of significant research over the past two decades.

The nanometric crystal size also results in a very high surface-to-

volume ratio. The co-ordination sphere of this high population

of surface atoms partially occurs via complex formation with the

stabilizing ligands. Nevertheless, a significant fraction of these

organically passivated core NCs typically exhibit surface-

related trap states acting as fast non-radiative de-excitation

channels for photogenerated charge carriers, thereby reducing

the fluorescence quantum yield (QY). An important strategy to

improve NCs’ surface passivation is their overgrowth with a

shell of a second semiconductor, resulting in core/shell (CS)

systems, the focus of this Review. In this manner, the

fluorescence efficiency and stability against photo-oxidation

of various types of semiconductor NCs has seen significant

improvement. Furthermore, by the appropriate choice of the

core and shell materials, it is possible to tune the emission

wavelength in a larger spectral window than with both

materials alone. After pioneering work in the 1980s and the

development of powerful chemical synthesis routes at the end of

the 1990s,[1–3] a strongly increasing number of articles have been

devoted to CS NCs in the past five years. This work has included

two reviews focusing on CdSe based core/shell structures and

II–VI core/multishell systems, respectively.[4,5]

The goal of the present review is to discuss the synthesis and

basic properties of the different types of core/shell and core/

multiple shell NCs of II–VI, IV–VI, and III–V semiconductors

reported to date. In addition to a representative overview of the

applied chemical synthesis methods, general considerations for

the choice of materials and reaction parameters are included,

aiming for practical use by the interested reader. In contrast,

heterostructures containing core or shell materials other than

semiconductors, for example, oxides or metals, are not covered,

nor synthesis procedures and fundamental properties of core

NCs themselves. The reader is referred to various recent

reviews on related topics, namely, on the optical properties of

NCs,[6] the synthesis of monodisperse spherical NCs,[7] the

fabrication of hybrid NC structures[8] as well as on the

application of CS NCs as fluorescent biological labels.[9–11]

2. Classification of Core/Shell Systems

Depending on the bandgaps and the relative position of

electronic energy levels of the involved semiconductors, the

shell can have different functions in CS NCs. Scheme 1 gives
small 2009, 5, No. 2, 154–168 � 2009 Wiley-VCH Verlag Gmb
an overview of the band alignment of the bulk materials, which

are mostly used in NC synthesis. Three cases can be

distinguished, denominated type-I, reverse type-I, and type-

II band alignment (cf. Figure 1). In the former, the bandgap of

the shell material is larger than that of the core and both

electrons and holes are confined in the core. In the second, the

bandgap of the shell material is smaller than that of the core

and, depending of the thickness of the shell, the holes and

electrons are partially or completely confined in the shell. In

the latter, either the valence-band edge or the conduction-

band edge of the shell material is located in the bandgap of the

core. Upon excitation of the NC, the resulting staggered band

alignment leads to a spatial separation of the hole and the

electron in different regions of the CS structure.

In type-I CS NCs, the shell is used to passivate the surface

of the core with the goal to improve its optical properties. The

shell of the NC physically separates the surface of the optically

active core from its surrounding medium. Consequently, the

sensitivity of the optical properties to changes in the local

environment of the NCs’ surface, induced, for example, by the
H & Co. KGaA, Weinheim www.small-journal.com 155
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presence of oxygen or water molecules, is reduced. With

respect to core NCs, CS systems exhibit generally enhanced

stability against photodegradation. At the same time, shell

growth reduces the number of surface dangling bonds, which

can act as trap states for charge carriers and thereby reduce the

fluorescence QY. The first published prototype system was

CdSe/ZnS. The ZnS shell significantly improves the fluores-

cence QY and stability against photobleaching. Shell growth is

accompanied by a small red shift (5–10 nm) of the excitonic

peak in the UV/Vis absorption spectrum and the photo-

luminescence (PL) wavelength. This observation is attributed

to a partial leakage of the exciton into the shell material.

In reverse type-I systems, a material with narrower

bandgap is overgrown onto the core with wider bandgap.

Charge carriers are at least partially delocalized in the shell

and the emission wavelength can be tuned by the shell’s

thickness. Generally, a significant red-shift of the bandgap

with the shell thickness is observed. The most extensively

analyzed systems of this type are CdS/HgS,[13] CdS/CdSe,[14]

and ZnSe/CdSe.[15] The resistance against photobleaching and

the fluorescence QY of these systems can be improved by the

growth of a second shell of a larger-bandgap semiconductor on

the core/shell NCs.[14]

In type-II systems, shell growth aims at a significant red-

shift of the emission wavelength of the NCs. The staggered

band alignment leads to a smaller effective bandgap than each

one of the constituting core and shell materials. The interest of

these systems is the possibility to manipulate the shell

thickness and thereby tune the emission color towards spectral

ranges, which are difficult to attain with other materials. Type-

II NCs have been developed in particular for near-infrared

emission, using for example CdTe/CdSe or CdSe/ZnTe. In

contrast to type-I systems, the PL decay times are strongly

prolonged in type-II NCs due to the lower overlap of the

electron and hole wavefunctions. As one of the charge carriers

(electron or hole) is located in the shell, an overgrowth of type-

II CS NCs with an outer shell of an appropriate material can be

used in the same way as in type-I systems to improve the

fluorescence QY and photostability. Both type-I and type-II

CS NCs have been the object of recent theoretical studies,

giving further insight into the electronic structure of these

systems.[16–18]

3. General considerations for the design of
core/shell systems

3.1. Choice of the Shell Material

A general requirement for the synthesis of CS NCs with

satisfactory optical properties is epitaxial-type shell growth.

Therefore an appropriate band alignment is not the sole

criterion for the choice of materials but rather the core and

shell materials should crystallize in the same structure and

exhibit a small lattice mismatch. In the opposite case, the

growth of the shell results in strain and the formation of defect

states at the core/shell interface or within the shell. These can

act as trap states for photogenerated charge carriers and

diminish the fluorescence QY.[19] Table 1 lists the materials’

parameters of selected semiconductors.
www.small-journal.com � 2009 Wiley-VCH Verlag Gm
3.2. Precursors for Shell Growth

Appropriate precursors for shell growth should fulfill the

criteria of high reactivity and selectivity (no side reactions).

For practical reasons, and in particular if the scale-up of the

production process is sought, additional properties of the

precursors come into play. Pyrophoric and/or highly toxic

compounds require special precautions for their manipulation,

especially if used in large quantities. An example is the

synthesis of zinc sulfide, one of the most important shell

materials used for overcoating numerous II–VI and III–V

semiconductor NCs. Initially, this synthesis was made with
bH & Co. KGaA, Weinheim small 2009, 5, No. 2, 154–168
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Table 1. Material parameters of selected bulk semiconductors.[20,21]

Material Structure

[300K]

Type Egap

[eV]

Lattice

parameter [Å]

Density

[kg m�3]

ZnS Zinc blende II–VI 3.61 5.41 4090

ZnSe Zinc blende II–VI 2.69 5.668 5266

ZnTe Zinc blende II–VI 2.39 6.104 5636

CdS Wurtzite II–VI 2.49 4.136/6.714 4820

CdSe Wurtzite II–VI 1.74 4.3/7.01 5810

CdTe Zinc blende II–VI 1.43 6.482 5870

GaN Wurtzite III–V 3.44 3.188/5.185 6095

GaP Zinc-blende III–V 2.27 5.45 4138

GaAs Zinc blende III–V 1.42 5.653 5318

GaSb Zinc blende III–V 0.75 6.096 5614

InN Wurtzite III–V 0.8 3.545/5.703 6810

InP Zinc blende III–V 1.35 5.869 4787

InAs Zinc blende III–V 0.35 6.058 5667

InSb Zinc blende III–V 0.23 6.479 5774

PbS Rocksalt IV–VI 0.41 5.936 7597

PbSe Rocksalt IV–VI 0.28 6.117 8260

PbTe Rocksalt IV–VI 0.31 6.462 8219

Figure 2. Two–step synthesis of core/shell nanocrystals.
diethylzinc (pyrophoric) and hexamethyldisilathiane (toxic).

Even though widely used in laboratory-scale syntheses, these

compounds are not suitable for large-scale production of ZnS-

overcoated NCs. Therefore, a number of alternative pre-

cursors have recently been proposed. These compounds

include zinc carboxylates and elemental sulfur, as well as

monomolecular precursors such as zinc xanthates or zinc

dithiocarbamates. Further criteria to be taken into account

concern the environmental risks related to the use of the

precursors and their degradation products, their cost, and their

commercial availability. As it is rather difficult to satisfy all of

these factors, the development of shell-synthesis methods is an

active area of research.

3.3. Control of the Shell Thickness

The control of the shell thickness is a delicate point in the

fabrication of CS NCs and deserves special attention. If the

shell is too thin, the passivation of the core NCs is inefficient,

resulting in reduced photostability. In the opposite case, the

optical properties of the resulting CS NCs generally

deteriorate as a consequence of strain induced by the lattice
Table 2. Empirical functions correlating the size of CdSe, CdS, CdTe, and In
spectra and with the molar extinction coefficient D and l in nm; e in L m

Material Correla

CdSe D ¼ ð1:6122 � 10�9Þl4 � ð2:65

CdTe D ¼ ð9:8127 � 10�7Þ
CdS D ¼ ð�6:6521 � 10�8Þl3

InP D ¼ ð�3:7707 � 10�12Þl5 þ ð1:0262 � 10�

Material

CdSe

CdTe

CdS

InP
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mismatch of the core and shell materials, accompanied by the

generation of defect states.

CS systems are mostly fabricated in a two-step procedure:

initial synthesis of core NCs, followed by a purification step,

and the subsequent shell growth reaction. During this final

step, a small number of monolayers (typically 1–5) of the shell

material are deposited on the cores (Figure 2). In order to

prevent nucleation of the shell material and uncontrolled

ripening of the core NCs, the temperature T2 for the shell

growth is generally lower than T1 used for the core NC

synthesis. Furthermore, the shell precursors are slowly added,

for example, by means of a syringe pump. A major advantage

over a so-called one-pot approach without an intermediate

purification step is the fact that unreacted precursors or

side products can be eliminated before the shell growth. The

core NCs are purified by precipitation and redispersion cycles,

and finally dissolved in the solvent used for the shell growth.

In order to calculate the required amount of shell precursor to

obtain the desired shell thickness, it is necessary to know the

concentration of the core NCs. This information can be

obtained by carefully drying the NC sample and weighing and

determining its composition by elemental analysis using

atomic absorption spectroscopy. Correlation of the data with

the NCs’ size, obtained by transmission electron microscopy

(TEM), allows for the calculation of the molar quantity of NCs

in the investigated sample. As the NC size is directly related to

the excitonic peak in the UV/Vis absorption spectrum, the

size-dependent molar extinction coefficient e can be deter-

mined at the same time. There are several materials for which

the correlation between the NC size and e has been tabulated

in the literature, such as CdSe, CdS, CdTe,[22] and InP.[23]

Table 2 lists empirical mathematical functions describing, in

good approximation, the size-dependent optical properties of

the cited II–VI semiconductor NCs.
P NCs with the position of the excitonic peak in their UV/Vis absorption
ol�1 cm�1).[22,24]

tion diameter D/excitonic peak l

75 � 10�6Þl3 þ ð1:6242 � 10�3Þl2 � ð0:4277Þlþ ð41:57Þ
l3 � ð1:7147 � 10�3Þl2 þ ð1:0064Þl� ð194:84Þ
þ ð1:9557 � 10�4Þl2 � ð9:2352 � 10�2Þlþ ð13:29Þ
8Þl4 � ð1:0781 � 10�5Þl3 þ ð5:4550 � 10�3Þl2 � ð1:3122Þlþ 119:9

Correlation e/excitonic peak l

" ¼ 5857ðDÞ2:65

" ¼ 10043ðDÞ2:12

" ¼ 21536ðDÞ2:3

" ¼ 3046:1ðDÞ3 � 76532ðDÞ2 þ ð5:5137 � 105ÞðDÞ � ð8:9839 � 105Þ

H & Co. KGaA, Weinheim www.small-journal.com 157
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Figure 3. Shell synthesis using the SILAR method, schematically

illustrated for the CdSe/CdS core/shell system.
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As a consequence, the concentration of a dispersion

containing NCs of these materials can easily be determined by

UV/Vis spectroscopy using the Beer–Lambert law:

A ¼ " � c � l (1)

where A, e, c, and l are absorbance, molar absorbtivity (L mol�

cm�1), NC concentration (mol L�1), and path length of the

cuvette in which the sample is contained (cm), respectively.

Despite the fact that the calculation is based on two

empirical formulae, both of which contain a certain error

level,[22] the presented procedure significantly simplifies the

determination of the molar concentration of NCs in a given

dispersion. The data of a single absorption spectrum is

exploited, whereas otherwise the sample weight would have to

be determined after careful drying. Another advantage of the

described method is that it is entirely based on the properties

of the inorganic core of the NCs and not on the organic

surfactant layer at the surface, giving more accurate results.

With the knowledge of the NCs’ size and molar quantity,

the amount of precursor for the growth of a shell of material

CD, having the desired thickness of x monolayers, on the

surface of core NCs AB can be calculated, using the bulk

crystal parameters of the shell material, as follows:

VCDðMLxÞ ¼ 4=3 � p � ððrAB þ x � dÞ3 � r3ABÞ (2)

nCDðMLxÞ ¼ rCD � VCDðMLxÞ � 10�27=mCD (3)

nCD ¼ nAB � nCDðMLxÞ (4)

where VCD(MLx) is the volume of the shell comprising

x monolayers (nm3), rAB is the radius of the core NCs (nm), d is

the thickness of one shell monolayer (nm), nCD(MLx) is the

number of CD monomer units per NC contained in x shell

monolayers (dimensionless), rCD is the density of the bulk

shell material (kg m�3), mCD is the mass of a shell monomer

unit (kg), nCD is the molar quantity of precursor CD needed

for the growth of x monolayers (mmol), and nAB is the molar

quantity of core NCs used for the synthesis of the CS system

(mmol).

The term ‘‘monomer’’ signifies, in accordance with

common practice, the hypothetical smallest subunit of the

shell material consisting of one cation and one anion.

Equations (2–4) do not contain corrections for the treatment

of NCs of shapes differing from perfect spheres, nor do they

take account of the deviation of the materials’ constants at the

NC surface from those of the bulk semiconductors. Further-

more, a quantitative reaction is assumed, during which the

total amount of the injected shell precursors are homoge-

neously deposited on the existing core NCs. Nevertheless, the

validity of the described approach has unambiguously been

demonstrated in an approach for shell growth derived from

chemical-bath deposition techniques, the so-called SILAR

(successive ion layer adsorption and reaction) method.[25] It is

based on the formation of one monolayer at a time by

alternating the injections of cationic and anionic precursors
www.small-journal.com � 2009 Wiley-VCH Verlag Gm
and has initially been applied for the synthesis of CdSe/CdS CS

NCs (Figure 3). Monodispersity of the samples was maintained

for CdS shell thicknesses up to 5 monolayers on 3.5-nm-core

CdSe NCs, as reflected by the narrow PL line widths obtained

in the range of 23–26 nm (full width at half-maximum,

FWHM).

A new strategy aiming at the simplification of the core/

shell synthesis within a single step deserves mentioning

here.[26] In this example, CdSe/ZnS NCs of a pseudo core/shell

structure with a composition gradient are obtained upon

injection of the chalcogenide precursors into a hot mixture of

the metal precursors and stabilizers. Due to the difference in

reactivity of the used precursors, first the CdSe core forms, and

subsequently the overgrowth with the graded Cd1-xZnxS shell

takes place, leading to monodisperse CS NCs.

3.4. Characterization of CS Systems

Most of the basic characterization techniques for CS

systems are also applied to investigate core NCs, such as UV/

Vis and PL spectroscopy, powder X-ray diffraction or

transmission electron microscopy (TEM). In the case of CS

NCs, however, several experimental difficulties may arise in

proving successful shell growth. Optical properties, generally

extremely sensitive to NC surface modification, can only give

indirect information about the possible overcoating with a

shell and therefore spectroscopic analyses (UV/Vis, PL) must

be completed by structural studies. The increase of the NCs’

diameter revealed by TEM or -esolution (HR) TEM is

considered to be the most direct proof of successful shell

growth. Nevertheless, an accurate determination of the size

difference before and after addition of the shell can be

severely limited or even impossible by TEM depending on the

materials used, the size and size distribution of the core NCs,

as well as the shell thickness. Advanced microscopy

techniques including scanning transmission electron micro-

scopy (STEM) coupled with electron energy loss spectroscopy

(EELS) or with energy-dispersive X-ray spectroscopy (EDX)

can give valuable insight into the obtained CS structures. As an

example, the former technique has been applied to character-

ize CdSe/ZnS CS NCs, revealing a highly anisotropic

distribution of the shell material around the core NCs.[27]

Among other, more sophisticated characterization meth-

ods for CS NCs, X-ray photoelectron spectroscopy (XPS)

should be cited. This method is a powerful tool to

simultaneously investigate the core/shell interface, the shell

thickness, and even the NCs’ surface properties, such as the

binding modes of surface ligands.[28–31] Related techniques

such as extended X-ray absorption fine structure (EXAFS)
bH & Co. KGaA, Weinheim small 2009, 5, No. 2, 154–168
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have been used to a lesser extent for the characterization of the

nature and binding modes of NC suface ligands.[32,33] Several

reports on the use of Raman spectroscopy to investigate the

phonon spectra associated with CS systems have appeared in

recent literature, highlighting the utility of this technique to

assess the quality of the prepared samples.[34–36] Finally, as the

lifetime of the excited state is dependent on the probability of

radiative recombination, which itself is a function of the band

structure in CS NCs, time-resolved PL spectroscopy is an

appropriate tool for the characterization of type-II systems or

type-I/type-II transitions.[37,38]

4. Synthesis of Type-I Core/Shell Nanocrystals

As already mentioned in Sectionr 2, type-I systems are

generally synthesized with the goal to increase the fluores-

cence QY and stability against photobleaching by improving

NC surface passivation. Unless otherwise stated, the shell

precursors are slowly injected into a dispersion of the purified

core NCs.

4.1. II–VI SC NCs

The most studied CS structure to date is CdSe/ZnS, as

evidenced by the number of publications dealing with this

system. Its synthesis was first described by Hines and Guyot-

Sionnest, who overcoated 3-nm CdSe NCs with 1–2 mono-

layers of ZnS, resulting in a QY of 50%.[1] ZnS shell growth

has been achieved by the injection of a mixture of the

organometallic precursors diethylzinc and hexamethyldisi-

lathiane, also known as bis(trimethylsilyl)sulfide, S(TMS)2, at

high temperature (300 8C). Using shell growth temperatures of

140–220 8C (depending on the core size), a whole size series of

CdSe/ZnS NCs and their in-depth characterization was

reported shortly afterwards by Bawendi’s group.[2] A similar

approach has later been applied for the ZnS capping of CdSe

nanorods with lengths up to 30 nm.[39] The addition of

hexadecylamine (HDA) to the traditionally used solvent
Figure 4. Left panel: TEM images of CdSe NCs depicting the increase in diameter upon growth of

several monolayers of a CdS shell by means of the SILAR technique. Right panel: UV/Vis and PL

spectra of samples with different shell thicknesses. Reprinted with permission from Reference [25].

Copyright 2001, American Chemical Society.
system trioctylphosphine oxide/trioc-

tylphosphine (TOPO/TOP) led to a

better control of the growth kinetics

during both the CdSe core and ZnS

shell synthesis, resulting in a lower

size distribution and QYs on the

order of 60%.[40] Recently, extremely

small CdSe/ZnS CS NCs have been

synthesized by Kudera et al., making

the blue spectral region accessible

with this system.[41] The synthetic

approach was based on the sequential

growth of CdSe ‘‘magic-sized’’ clus-

ters in a mixture of trioctylphosphine,

dodecylamine, and nonanoic acid at

temperatures of 80 8C and their sub-

sequent coating with ZnS. Another

procedure to access this spectral

region was suggested by Jun and

Jang:[42] the ZnS overgrowth process

was performed at 300 8C using pre-
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cursors (zinc acetate and octanethiol) of relatively low

reactivity; the shell material then diffused into the core,

resulting in a significant hypsochromic shift of the emission

wavelength. The obtained NCs emit at 470 nm with a QY of

60%. Shell growth on wurtzite CdSe core NCs, generally

obtained with the hot-injection method, is kinetically driven

along the c-axis.[43] With the goal to enhance the uniformity of

shell growth, zinc blende CdSe NCs have been used for

overgrowth with ZnS by Lim et al., as this structure has a more

isotropic distribution of facets than the wurtzite model.[44]

Multimodal CS NCs appropriate for both optical and magnetic

resonance imaging techniques have been obtained by doping

of the ZnS shell with manganese ions in the range of 0.6–

6.2%.[45] In this case, the growth of the Zn1–xMnxS shells of

1 to 6 monolayer thickness was achieved by injection of a

mixture of diethylzinc, dimethylmanganese, and H2S gas to a

dispersion of the CdSe core NCs at 170 8C.

A CdSe-based system exhibiting a different band align-

ment is CdSe/CdS (cf. Scheme 1). In this common cation

heterostructure, a large band offset for the holes is combined

with a relatively small one for the electrons. Epitaxial growth is

favored by the comparably small lattice mismatch of around

4% between the core and shell material. Peng et al. reported

the synthesis and detailed characterization of a series of CdSe/

CdS NCs with core diameters ranging from 2.3 to 3.9 nm and

QYs above 50%.[3] In contrast to the CdSe/ZnS system,

exhibiting a rather small bathochromic shift (5–10 nm) of the

excitonic and PL peak upon shell growth, these features here

are continuously shifting throughout the shell growth, thereby

indicating a delocalization of the electron over the entire CS

structure. While in this early report organometallic precursors

(dimethylcadmium, bis(trimethylsilyl)sulfide) had been used,

the synthesis of this CS system was more recently carried out

using air-stable precursors, i.e. cadmium oleate and elemental

sulfur dissolved in octadecene (Figure 4).[25] The SILAR

method has recently been extended to the synthesis of ‘‘giant’’

CdSe/CdS NCs with a shell thickness as high as approximately

6 nm (19 CdS monolayers) and to CdSe/CdS/Cd1-xZnxS/ZnS
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NCs comprising a graded shell.[46,47] The goal of these

syntheses was to render the NCs’ optical properties indepen-

dent of their surface chemistry and environment by a thick

inorganic shell. The produced samples exhibited a very high

stability against photobleaching and, in a significant fraction of

the analyzed individual NCs, the blinking phenomenon was

suppressed. O’Brien and co-workers extended their work on

monomolecular precursors on CdSe/CdS NCs using bis(hexyl

(methyl)dithiocarbamato) and bis(hexyl(methyl) diselenocar-

bamato) cadmium compounds for the core NC and shell

growth, respectively.[48,49] Another modification of the

original protocol[3] concerned the omission of the intermediate

purification step of the core NCs, defining growth of the CS

structure in a so-called one-pot synthesis and yielding NCs with

QYs in the range of 50–85%.[50] In addition, alternative

precursors for the shell growth have been proposed in the

same article, namely, in situ generated H2S gas and cadmium

acetate. The preparation of particularly small CdSe/CdS CS

NCs with core sizes in the range of 1.2–1.5 nm, emitting in the

range of 445 to 517 nm with QYs of 60–80%, has been

described by Pan et al. (cf. Figure 5).[51] Both core and shell

syntheses were carried out at 180/140 8C in an autoclave using

cadmium myristate and selenourea/thiourea as precursors,

oleic acid as a stabilizer, and a toluene/water two-phase

solvent. Further reports focus on the cost reduction by

exchanging solvents such as TOPO or octadecene by heat-

transfer fluids[52] or by carrying out the whole synthesis in

aqueous media.[53] In the latter case, CdSe was prepared from

cadmium nitrate and 1,1-dimethylselenourea precursors under

illumination with a pulsed Nd:YAG laser at 532 nm, followed

by CdS shell growth using thioacetamide as the S source. The

PL QY of the obtained NCs was increased from a few percent

to 60% by an additional UV irradiation step (24 h with a 100 W

Hg-Xe lamp).

CdSe/ZnSe is a CS system exhibiting, in contrast to CdSe/

CdS, efficient confinement of the electrons in the NC core due

to the large conduction-band offset. On the other hand, only a

relatively small barrier exists for the holes in this system.

Although the lattice mismatch is larger than in CdSe/CdS (6.3

versus 3.9%), the common anion structure is particularly

favorable for epitaxial-type shell growth. However, initially

reported CdSe/ZnSe NCs exhibited rather low values of the

PL QY (<1%).[54] Subsequently, a modified synthesis method

has been introduced using the air-stable precursor zinc

stearate rather than diethylzinc as the zinc source in

combination with selenium dissolved in trioctylphosphine
Figure 5. Photograph of CdSe/CdS CS NCs with core sizes ranging from

1.2 to 1.5 nm, exhibiting PL Q.Y.s of 60–80% (under room light).

Reproduced with permission from Reference [51].
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(TOPSe) as the Se source.[55,56] The CS NCs obtained with this

method exhibited QYs ranging from 60–85% and narrow

emission line widths. Lee et al. studied the effect of lattice

distortion in the CdSe/ZnSe CS system on the optical spectra

by varying the concentration of the ZnSe precursor solution

used for the shell growth,[57] as well as the ripening kinetics

upon thermal annealing.[58]

Both CdSe/CdS and CdSe/ZnSe heterostructures exhibit

high fluorescence QYs and can have specific interests due to

the ‘‘accessibility’’ of the weakly confined electrons or holes,

respectively. On the other hand, if purely high stability of the

optical properties against photodegradation and chemical

inertness of the shell material are researched, zinc sulfide is the

shell material of choice. Although it is, in principle, possible to

obtain green, or even blue, emission with CdSe NCs of small

size, their capping with ZnS has only very recently been

achieved.[41] As a matter of fact, an analysis of the present

state-of-the-art methods suggests that for a large variety of

materials, the preparation of CS NCs of low size dispersion

and satisfying optical properties is facilitated when core NCs

with diameters in the range of approximately 2.5 and 5 nm are

used. Consequently, the synthesis of core NCs other than those

of CdSe has been developed in order to better cover the green/

blue/UV and the near-infrared spectral regions. In this

context, an interesting alternative to the tuning of the emission

color with size is the formation of alloy structures, allowing for

the color variation by changing the composition of the NCs.

Examples are Cd1–xZnxSe NCs, the bandgap of which can be

varied by changing x between the values of pure CdSe and

pure ZnSe NCs of the same size. This system is particularly

interesting for the fabrication of efficient green emitters for

use in display applications. To do so, the alloy core NCs have

been overgrown with a ZnS shell either using the established

diethylzinc/bis(trimethylsilyl)sulfide method[59] or, more

recently, by means of the air-stable monomolecular precursor

zinc diethylxanthate.[60] In the latter case, after growth of three

ZnS monolayers, the obtained CS NCs emitted at 530 nm with

a line width of 35 nm (FWHM) and a QY of 65%.

Emission wavelengths in the blue and near-UV spectral

region have been obtained by using larger-bandgap core

materials, in particular CdS and ZnSe. It is noteworthy that

CdS, ‘‘activated’’ by a shell of cadmium hydroxide, is

historically the first example of colloidal CS NCs reported

in the literature.[61] After treatment of 4–6-nm CdS core NCs

with NaOH and Cd(ClO4)2 in aqueous solution, samples with

a PL QY around 50% and narrow emission line widths were

obtained. The emission wavelength range was extended to the

blue range when CdS-ZnS co-colloids were activated in the

same fashion. In organic media, CdS NCs have later been

overgrown with a ZnS shell using the classical organometallic

approach with dimethylcadmium and S(TMS)2 as precursors,

yielding an emission in the range of 460–480 nm (FWHM 24–

28 nm) with QYs of 20–30%.[62] Recently, these reagents were

replaced by a combination of the air-stable monomolecular

precursors zinc ethylxanthate and zinc stearate, resulting in

monodisperse CdS/ZnS CS NCs emitting in the range of 440–

480 nm (15–18 nm FWHM) with QYs of 35–45% (Figure 6).[63]

The CdS core NCs have further been used as a host matrix

for Mn dopant ions in CdS:Mn/ZnS CS systems, either
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Figure 6. Top: TEM images at different magnifications of CdS/ZnS NCs. [63] Bottom: a) UV/

Vis absorption spectra; b) PL spectra recorded during the addition of 6 mL of the ZnS

precursor solution corresponding to the growth of a 5-monolayer-thick ZnS shell on 4-nm CdS

core NCs.
prepared by the organometallic route or by the reverse micelle

technique.[64,65] ZnSe has equally been overcoated by ZnS

using organometallic precursors, leading to emission wave-

lengths in the range of 400 nm, PL line widths of 20 nm and

QYs on the order of 15%.[66] A newer approach based on the

use of alternative precursors such as ZnO and TOPSe for the

core NCs and zinc laurate and TOPS for the shell growth and

carried out at 180 8C in HDA yielded ZnSe/ZnS CS NCs with

QYs up to 30%.[67]

Cadmium telluride, exhibiting a smaller bulk bandgap than

cadmium selenide (1.5 versus 1.75 eV at 300 K) is, in principle,

a good candidate for the fabrication of red- or near-infrared-

emitting quantum dots. Although the reported synthesis

methods for CdSe could generally be adapted for CdTe,

comparably little work exists concerning the preparation of

related CS systems in organic solvents such as, for example,

CdTe/ZnS.[68] At the origin of this trend is the fact that most of

the appropriate shell materials resulting in a type-I band

alignment exhibit a large lattice mismatch with respect to

CdTe. However, the preparation of thiol-stabilized CdTe NCs

in aqueous media, pioneered by Weller’s group, has seen a

huge success.[69] CdS is the shell material of choice in CS

systems derived from the aqueous synthetic approach as it can

be produced in situ by transformation of the surface thiols.

Initially, highly luminescent NCs (QY up to 85%) were

prepared through the illumination-induced release of sulfide

ions from the thioglycolic acid stabilizing ligands. These
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released ions reacted with surface Cd atoms

to form a CdS shell.[70] More recently, in

similar studies, the in situ formation of the

CdS shell was accelerated by means of

microwave and ultrasonic irradiation,

respectively.[71,72]

A further shift to the near-infrared

spectral region, and in particular towards

1.3 and 1.55mm used in fiber-optics-based

telecommunication, has been achieved by

using HgTe/CdSCS NCs.[73] The synthesis

of this system comprised the preparation of

thioglycerol-stabilized HgTe core NCs,

prepared in aqueous media in a similar

manner as CdTe. For the CdS overcoating,

H2S gas and cadmium perchlorate were

used.

4.2. III–V Semiconductor NCs

Literature on III–V semiconductor

based CS systems is far less extensive than

in the case of II–VI compounds, as a

consequence of the lack of robust synthesis

methods for most core NCs of this family.

However, due to the low acceptability of

cadmium- and lead-containing materials

for technological applications, increasing

research effort has been noted in recent

years. Indium phosphide is the most studied

compound, as the emission of InP NCs can

be tuned throughout the visible and near-
infrared range by changing their size. However, as-prepared

InP NCs exhibit rather poor optical properties as compared to

CdSe. The PL line width is significantly broader, on the order

of 50–100 nm (FWHM), and band-edge emission peaks related

to defect-state emission occur in the spectrum. Furthermore,

the QY is low, typically less than 1%.[74–76] The groups of

Mićić and subsequently Talapin described an efficient way to

increase the QY of InP NCs to values of 30–40% by

photoassisted etching of their surface with HF.[77,78] This

process resulted in the removal of surface phosphorous atoms

lying at the origin of trap states, which provided non-radiative

recombination pathways. Concerning InP-based CS systems,

Haubold et al. used organometallic precursors to grow a ZnS

shell on InP and observed a subsequent increase of the QY to

15% after three days and 23% after three weeks during a slow,

room-temperature process.[79] In order to adjust the lattice

parameters of the core and shell materials and to reduce strain-

induced defects, Mićić and co-workers developed a CdZnSe2

shell leading to a fluorescence QY of 5–10%.[80]

In 2007, two further articles appeared describing new

procedures for the overgrowth of InP NCs with ZnS. Xie et al.

synthesized high-quality InP core NCs at comparably low

temperature (around 190 8C) by adding a low-boiling-point

primary alkylamine to the reaction mixture in order to activate

the indium carboxylate precursor.[82] Upon ZnS shell growth

using sulfur and zinc stearate in ODE, a fluorescence QY of up

to 40% is obtained. Li et al. reported a novel, low-cost method
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for the preparation of InP core NCs based on the in situ

generation of phosphine gas from a metal phosphide (calcium

phosphide) precursor. In addition, this approach allowed for

the synthesis of large-sized particles without sacrificing the size

distribution.[83] Subsequent capping with a ZnS shell was

achieved by means of the monomolecular precursor zinc

ethylxanthate and led to fluorescence QYs in the range of 10–

22%, depending on the emission wavelength. Nann and co-

workers published the synthesis of InP/ZnS NCs with QYs up

to 60%, obtained by improving the surface quality of the core

NCs through the addition of zinc undecylenate and hexade-

cylamine to the reaction mixture and subsequent ZnS shell

growth using zinc diethyldithiocarbamate (Figure 7).[81] More

recently, the single-step synthesis of InP/ZnS CS NCs without

precursor injection has been reported.[84] In this approach,

based on the different reactivity of the applied core (indium

myristate, P(TMS)3) and shell (zinc stearate, 1-dodecanethiol)

precursors, all reagents are mixed at room temperature and

subsequently heated to 250–300 8C. The samples obtained with

this method exhibited an emission range of 480–590 nm and

fluorescence QYs of 50–70%. These developments evidence

the recent progress in the synthesis of InP/ZnS CS NCs

exhibiting optical properties of similar quality as those

obtained with CdSe-based systems. Nevertheless, a detailed

structural characterization and precise determination of the

shell thickness are lacking in most reports. The latter is

obviously complicated by the increased size distribution of the

core InP NCs as compared to their II–VI semiconductor

counterparts.

Using InAs core NCs, Cao and Banin prepared several

near-infrared-emitting CS structures with InP, GaAs, CdSe,

ZnSe, and ZnS shells via the high-temperature pyrolysis of

organometallic precursors in TOPO.[85,86] The obtained

fluorescence QYs depended on the shell material. In the case

of InP, PL quenching was observed, whereas ZnS led to a QY
Figure 7. Left: PL spectra of different sized InP/ZnS CS NCs. Right top:

TEM image (mean particle diameter: 4.5 nm); middle: different sized

samples under room light; bottom: under UV light. Reprinted with

permission from Reference [81]. Copyright 2008, Royal Society of

Chemistry.
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of 8%. For CdSe and ZnSe, an enhancement up to 20% was

detected. More recently, the synthesis of a series of small InAs/

ZnSe CS NCs has been described, aiming at emission

wavelengths in the range of 700–900 nm.[87] This spectral

region is especially well adapted for in vivo biological imaging

due to the reduced light scattering by the tissue. The obtained

NCs exhibited a QY of 6–9% after transfer to the aqueous

phase and were successfully applied for the in vivo imaging of

lymph nodes.

4.3. IV–VI Semiconductor NCs

In contrast to the discussed II–VI and III–V semiconduc-

tors, exhibiting either the hexagonal wurtzite or the cubic zinc

blende crystal structure, the IV–VI family is characterized by

the rocksalt structure (cf. Table 1). Only lead-based NCs (PbS,

PbSe) have been studied in the form of CS systems. The bulk

bandgaps of these compounds are comparably small and they

are, therefore, good candidates for the design of near-infrared

emitters. Lifshitz and coworkers reported the synthesis of

PbSe/PbS and PbSe/PbSexS1-x CS NCs emitting in the range of

1–2mm with QYs of 40–50% and 65%, respectively, through

the use of lead(II)acetate, TOPSe and TOPS as precursors,

oleic acid as stabilizer, and diphenylether as the solvent

(Figure 8).[88–90] The SILAR method, previously mentioned in

the case of CdSe/CdS, has recently been applied for the

synthesis of PbSe/PbS NCs.[91] Talapin et al. recently

synthesized PbSe/PbS CS spheres and nanowires, tailoring

the morphology of the core NCs by addition of co-surfactants

(e.g., alkylamines, alkylphosphonic acids) and using lead

acetate in octyl ether and sulfur in ODE as the shell

precursors.[92] To the contrary of cited reports, Stouwdam

et al. did not observe any stability enhancement against photo-

oxidation of the PbSe/PbS CS system as compared to PbSe

NCs capped by organic surfactants.[93] To this end, Hollings-

worth and co-workers developed PbSe/CdSe CS NCs by the

exchange of surface lead ions by cadmium.[94] A strongly

improved stability of the optical properties was observed,
Figure 8. Left panel: Evolution of the UV/Vis absorption and PL spectra

of 4.9-nm PbSe core NCs during the growth of indicated thickness. Right

panel: A) HRTEM image of a PbSe/PbS CS NC comprising a 4.8-nm core

and a 1.2-nm shell; B) HRTEM image of a PbSe/PbSe0.5S0.5 core/alloyed

shell NC; C) FFT image of the particle in image (A); D) TEM image of self-

assembled 6.7-nm core/alloyed shell NCs. The scale bars are 5 nm in

(A) and (B), and 20 nm in (D). Reprinted with permission from Reference

[89]. Copyright 2006, American Chemical Society.
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Figure 9. a) Normalized PL spectra of CdTe/CdSe CS NCs having a core/

shell radii of 1.6/1.9 nm, 1.6/3.2 nm, 3.2/1.1 nm, 3.2/2.4 nm, 5.6/

1.9 nm (from left to right, respectively). b) Normalized PL decays of 3.2/

1.1-nm CdTe/CdSe CS NCs and of the corresponding 3.2-nm CdTe core

NCs (dotted line). Reprinted with permission from Reference [37].

Copyright 2003, American Chemical Society.
which can further be enhanced by the subsequent overgrowth

of the CS system with an additional ZnS shell.

5. Type-II and Reverse Type-I Systems

5.1. Synthesis of Type-II Core/Shell NCs

Research on colloidal type-II systems was triggered by the

seminal work of Bawendi et al. who described the synthesis

and optical properties of CdTe/CdSe and CdSe/ZnTe CS

NCs.[37] The emission wavelength of CdTe/CdSe NCs could be

tuned by changing the shell thickness and the core NC size

from 700 to 1000 nm (Figure 9). This approach is an alternative

possibility to shift the emission peak to higher wavelengths,

which would not be attainable by simply increasing the size of

the core NC in a type-I CS system. On the other hand, the

observed mean decay lifetime (57 ns) was significantly larger

than that of the corresponding core CdTe NCs (9.6 ns) and the

QY was low (4%) with respect to type-I CS systems. CdTe/

CdSe CS NCs were further synthesized without the use of
Figure 10. TEM images of ZnTe/CdSe NCs: transition from A) slightly anisotropic core/shell to

B) pyramidal to C–D) tetrapod-shaped heterostructures with different arm lengths. F) TEM

image of tetrapod-shaped ZnTe/CdS NCs. Reproduced with permission from Reference [100].
organometallic precursors by applying

CdO, TOPTe, and TOPSe. This approach

lead to QYs approaching 40% for small

shell thicknesses below 0.5 nm.[95] Chin

et al. observed the formation of anisotropic

(pyramids, multipods) structures during the

overgrowth of spherical 2.6-nm CdTe NCs

with CdSe using the SILAR technique (cf.

x6).[96] CdSe/ZnTe NCs have been pre-

pared with CdO as the cadmium precursor.

Femtosecond dynamics measurements

revealed that the rate of photoinduced

electron/hole spatial separation decreased

with increasing core size, while remaining

independent of the shell thickness.[97]

ZnTe/CdTe represents the first com-

mon anion type-II system, reported by

Basché et al.[98] The same article also

includes the synthesis of ZnTe NCs with

CdS and CdSe shells. These heterostruc-

tures were obtained by addition of pre-

cursors (cadmium oleate, TOPTe, TOPSe,

or sulfur dissolved in octadecene) to the
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crude dispersion of ZnTe core NCs. QYs up to 30% have been

observed, and the emission could be tuned in the range of 500–

900 nm. Interestingly, the same group observed a transition

from the concentric CS structure via pyramidal to tetrapod-

shaped heterostructures in the case of the ZnTe/CdSe CS

system, also described in Reference [99], when the shell

growth was carried out at 215 8C instead of 240 8C (cf.

Figure 10).[100] The CdS/ZnSe type-II system has been

synthesized by adding zinc oleate and TOPSe to the CdS

core NCs in a mixture of octadecylamine and ODE.[101] The

obtained CS particles cover an emission range of 500–650 nm

and a QY of 15%, which could be improved via the

incorporation of cadmium in the shell.

5.2. Synthesis of Reverse Type-I Core/Shell NCs

Klimov and co-workers have studied the optical properties

of so-called ‘‘inverted’’ CS NCs. These NCs are referred to as

inverted due to the bandgap of their core material (ZnSe)

being larger than that of their shell material (CdSe).[38] On the

basis of the radiative recombination lifetimes recorded for

NCs with a fixed core size and increasing shell thickness, a

continuous transition from type I (both electron and hole

wavefunctions are distributed over the entire NC) to type II

(electron and hole are spatially separated between the shell

and the core) and back to type I (both electron and hole

primarily reside in the shell) localization regimes was

observed. The samples exhibited emission in the range of

430–600 nm and QYs of 60–80%. The same CS system was also

synthesized applying CdO dissolved with an excess of oleic

acid in octadecene and TOPSe as the shell precursors, which

were added very slowly over 2–3 hours.[15] By varying

the CdSe shell thickness on 2.8-nm core ZnSe NCs, the

emission wavelength could be tuned in a broad spectral range

(417–678 nm) with QYs of 40–85% (Figure 11). Furthermore,

size focusing during the shell growth has been observed, in
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Figure 11. Top: TEM images of ZnSe core NCs and the corresponding ZnSe/CdSe core/shell

NCs with different shell thicknesses (expressed in CdSe monolayers, ML). Bottom: Normalized

PL (left) and corresponding absorption (right) spectra of ZnSe/CdSe CS NCs with different

numbers of monolayers of CdSe shell: a) 0; b) 0.1; c) 0.2; d) 0.5; e) 1; f) 2; g) 4; h) 6. Reprinted

with permission from Reference [15]. Copyright 2005, American Chemical Society.
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contrast to the usually occurring broadening of the size

distribution at this stage of the reaction.

NCs of a different inverted type-I system, namely, CdS/

CdSe, were synthesized by Battaglia et al.[14] In this case, the

emission wavelength could be varied from 520 to 650 nm by

tuning the shell thickness. After growing a CdS shell on this

system, the QY was improved from around 20% to 40%.

6. Core/Shell Systems of Anisotropic
Shape

The shell growth on anisotropic NCs, such as nanorods or

branched structures, bears additional difficulties with respect

to spherical ones arising from the differences in reactivity of

the different surface sites. Strain at the CS interface

induced by the lattice mismatch of the core and the shell

materials amplifies this problem and strongly impedes the

homogeneous shell growth in such structures. The use of a

graded CdS/ZnS shell on CdSe nanorods aiming at interfacial

strain release has been described by Manna et al. This method
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allows for the variation of the shell

thickness from 1–6 monolayers on core

nanorods with aspect ratios ranging from

2:1 to 10:1.[102] In this context, the CdSe/

CdS system deserves special attention, as

here the growth of a 1D anisotropic

(rodlike) shell on a 0D isotropic (spherical)

core NCs has been achieved.[103] In the

initial synthesis, CdS shell growth was

carried out by the slow addition of

organometallic Cd and S precursors

(dimethylcadmium and S(TMS)2). Crucial

points for the anisotropic growth were the

use of a relatively low reaction temperature

of 130 8C and of an excess of the sulfur

precursor (Cd/S¼ 1:3–1:5). The asym-

metric shell growth has been rationalized

by the different reactivity of the facets of

the hexagonal CdSe core NCs and their

different lattice mismatch with CdS. The

obtained CS NCs exhibited linearly polar-

ized emission with high QYs in the range of

70%, large Stokes shifts and a high molar-

extinction coefficient (107 mol�1 cm�1 at

340 nm for NCs with an aspect ratio of

4:1).[103] The same system has further been

optimized in the so-called ‘‘seeded growth’’

approach to an unprecedented level of

control of length in the synthesis of

anisotropic semiconductor NCs.[104] In

particular, aspect ratios as high as 30:1

could be obtained via a new synthetic

procedure, which relied on the rapid

injection of CdSe seed NCs and elemental

sulfur dissolved in TOP, into a solution of

CdO in a mixture of TOPO, hexylpho-

sphonic acid and octadecylphosphonic

acid at high temperature (350–380 8C).
The diameter of the studied rods varied between 3.5 and 5 nm,

and the lengths ranged from 10–150 nm (Figure 12).

Due to their high degree of monodispersity, the nanorods

could be self-assembled vertically on areas reaching several

square micrometers. A similar route has been applied for the

synthesis of another type of anisotropic heterostructure: CdSe/

CdS tetrapods.[105] In this case, zinc blende CdSe seed NCs were

injected together with sulfur into the cadmium precursor

containing reaction mixture, leading to the growth of tetrapods

containing a CdSe core and four CdS arms with lengths ranging

from 15 to 46 nm, depending on the quantity of injected seeds.

Recently, multiple-branched NCs of CdTe/CdSe were

synthesized from Cd(Ac)2, octylphosphonic acid, TOPTe, and

TOPSe in stearic acid and TOPO, and used in photovoltaic

devices.[106] Chin et al. synthesized anisotropic CdTe/CdSe

NCs, with shapes tunable from prolate-type I NCs to branched

NCs exhibiting type-II character. The CdSe shell is grown by

the dropwise and alternate addition of cadmium acetate in

TOP and TOPSe at 150 8C, followed by 30 minutes of

annealing at 130 8C. This synthesis method, at low temperature

with slow precursor addition and low-reactivity precursors,
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Figure 12. Self-assembly of CdSe/CdS nanorods prepared by the seeded-growth method,

schematically depicted in (a). b–f) EM images of self-assembled CdSe/CdS nanorods. Small-

aspect-ratio rods (b–d) tend to form locally ordered 2D smectic phases, while longer rods

form either disordered assemblies, ribbons, or locally ordered 2D nematic phases. Average

rod diameters and lengths, as determined by HRTEM, are: b) 4.9�19 nm; c) 4.2� 35 nm;

d) 3.9�53 nm; e) 3.8�70 nm; f) 3.8�111 nm. All scale bars are 50 nm long. Reprinted with

permission from Reference [104]. Copyright 2007, American Chemical Society.
allows a slow and controlled growth of the CdSe shell leading

to NCs with a high QY on the order of 80%.[96]

7. Core/Shell Systems Comprising Multiple
Shells

7.1. Core/Shell/Shell Structures

One of the motivations for the synthesis of NCs containing

multiple shells was the difficulty to respond simultaneously to

the requirements of appropriate electronic (bandgap, band

alignment) and structural (lattice mismatch) parameters for

most binary CS systems. In particular the lattice mismatch

between the core and the shell material strongly limits the

possibility to grow a shell with significant thickness without

deteriorating the photoluminescence properties. The use of a

strain-reducing intermediate shell sandwiched between the

core NC and an outer shell has first been proposed in the core/

shell/shell (CSS) system CdSe/ZnSe/ZnS.[107,108] The energy-

band alignment of this heterostructure corresponds to that

depicted in the left panel of Figure 13. The interest of such

structures lies in the combination of low strain, provided by the

intermediate layer (ZnSe) serving as a ‘‘lattice adapter’’ and
Figure 13. Schematic representation of the energy-level alignment in

different CSS structures and in a QDQW system. The height of the

rectangles represents the bandgap energy and their upper and lower

edges correspond to the positions of the conduction- and valence-band

edge, respectively, of the core (center) and shell materials.
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efficient passivation and charge-carrier

confinement assured by the outer shell

(ZnS). The CSS system offers higher

stability against photo-oxidation than the

CS system of CdSe/ZnSe, and higher QYs

than in the CS system of CdSe/ZnS, as

evidenced by Talapin and co-workers who

also extended this approach to CdSe/CdS/

ZnS CSS NCs.[43] An aberration-corrected

Z-contrast scanning transmission electron

microscopy study of CdSe based CS NCs

clearly revealed correlations between struc-

ture and QY.[109] Uniform shell coverage

was observed only for graded shells (e.g.,

CdS/ZnS) and was found to be critical to

achieving QYs close to unity. In this

context, a multishell structure consisting

of CdSe core CdS/Zn0.5Cd0.5S/ZnS has

been synthesized using the SILAR techni-

que.[110] The monodisperse samples

obtained in this study exhibit QYs of 70–

85% and enhanced stability as compared to
their binary CS counterparts. The same arguments apply for

InAsP/InP/ZnSe NCs, a near-infrared-emitting III–V-semi-

conductor-based CSS heterostructure.[111] In another

approach, InAs NCs were overcoated with a CdSe/ZnSe

double shell, exhibiting high QYs up to 70% in the spectral

region of 800–1600 nm.[112]

As mentioned before, the QYs of type-II CS systems are

comparably low, and a limiting factor is the fact that one of the

charge carriers is located in the shell material, only passivated

by organic surfactant molecules. A logical step consists,

therefore, in the addition of a large-bandgap outer layer,

resulting in a CSS system. Such a heterostructure has been

realized by the synthesis of CdSe/ZnTe/ZnS NCs.[113] A

different type of band alignment has been achieved in CdSe/

CdTe/ZnTe. Here, the intermediate CdTe shell serves as a

barrier layer for electrons (CdSe) and holes (ZnTe), resulting in

a strongly increased radiative lifetime, estimated as 10 ms.[97]

7.2. Quantum Dot/Quantum Wells and Inverse
Structures

Quantum-dot quantum-well (QDQW) structures repre-

sent the special case of a CSS structure in which a lower-

bandgap layer is embedded between a higher-bandgap core

and outer shell material with both semiconductors having

type-I band alignment (cf. right panel in Figure 13). Among

the first systems studied was CdS/HgS/CdS.[114] Due to the

different solubility parameters of CdS and HgS in aqueous

solution, the outermost monolayer of CdS NCs can be

selectively substituted with HgS by addition of mercury

perchlorate. In the following, the released Cd ions are re-

deposited on the CdS/HgS NCs in form of CdS, induced by

H2S addition. This system has more recently been extended to

heterostructures comprising two embedded HgS layers.[115,116]

Other systems studied comprise ZnS/CdS/ZnS,[117] and CdS/

CdSe/CdS,[25] which were prepared using the SILAR

technique. This method is particularly well adapted for the
www.small-journal.com 165
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Figure 14. CdSe/ZnS/CdSe CSS NCs. Left: PL spectra as a function of the outer CdSe shell

thickness. Right: Corresponding energy-band structures and schemes displaying the different

absorption and emission processes. Reprinted with permission from Reference [120].

Copyright 2005, American Chemical Society.
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fabrication of QDQW structures due to the precise control of

the shell thickness. The latter system has also been modeled by

large-scale pseudopotential local density approximation

(LDA) calculations,[118] indicating that the conduction-band

wavefunction is less confined to the CdSe well layer than

predicted by effective-mass theory.[119]

An ‘‘inverse’’ QDQW structure has been realized with the

synthesis of CdSe/ZnS/CdSe NCs, as here the larger-bandgap

material is embedded between the lower-bandgap ones

(middle panel in Figure 13).[120] This heterostructure repre-

sents the first structure simultaneously exhibiting two distinct

emission wavelengths coming from both the CdSe core and the

outer shell (Figure 14), a phenomenon that has subsequently

been used for the generation of white light.[121] In order to

have electronic decoupling of the CdSe core and outer shell,

the ZnS intermediate shell must have a minimum thickness of

around three monolayers.[120] Further photophysical studies

concerning the energy transfer between the CdSe core and

outer shell have recently been carried out on this system.[122]

8. Summary and Outlook

In view of the developments in the domain of CS

semiconductor NCs in the past decade, it can be speculated

that a large variety of new heterostructures with exciting and,

in some cases, unprecedented features will be synthesized by

chemical routes in the next few years. The ability to precisely

control the shell thickness will further boost advances in the

preparation of nonblinking NCs, CSS, and other complex

structures such as QDQWs. Significant progress has been

achieved in the field of anisotropic shell growth on spherical

CdSe NCs, leading to new rod-shaped CS nanostructures,

which combine unique optical properties (high QY, polarized
www.small-journal.com � 2009 Wiley-VCH Verlag GmbH & Co. KGaA, Weinhe
emission) with appealing self-assembly

properties. The developed synthesis

method using small-core NCs as seeds in

the so-called seeded-growth approach[104,105]

opens up the way for a generation of new

heterostructures, including nanorods and

branched structures such as bi-, tri-, tetra-

or multipods.

Similar to the case of II–VI compounds,

it can be expected that a growing number of

CS systems based on III–V semiconductors

will be developed, inspired by the huge

amount of research carried out in the field

of III–V nanostructures grown by molecu-

lar-beam epitaxy (MBE) techniques. On

the one hand, the growth of such new CS

systems with high-quality optical properties

provides intriguing motivation for funda-

mental research. On the other hand, the use

of alternative core materials is mandatory

for most commercial applications, in view

of the low acceptability of cadmium, lead,

mercury, or arsenide-containing com-

pounds. Ternary semiconductors such as

chalcopyrites or doped NCs (e.g.,
ZnSe:Mn) may gain importance in this context. A better

understanding of the involved reaction mechanisms, side

reactions and NCs’ surface chemistry is indispensable for the

rational design of synthesis strategies for new CS systems.

Efforts in this direction have recently been undertaken in the

case of CdSe and PbSe core NCs.[123,124]

Finally, the association of semiconductors with other

materials such as metals or oxides in the same CS hetero-

structure allows for the design of NCs combining different

physical properties, for example, fluorescence, magnetism,

different decay lifetimes, and so on.[8] In such a manner, novel

functional building blocks can be generated for applications in

fields ranging from optoelectronics to information technology

to healthcare. In most of these examples, the CS NCs are used

as a platform for further surface functionalization, providing

the ability to tune their assembly properties on given

substrates or their solubility in various media, or to induce

their binding to other molecules or macromolecules.
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